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Art.Nr.:        Model: 
 
548417-0 / 548418-0        BOXER 
 

Design & Construction: 
 
Description: This glove is espacially suitable for thermal or mechanical risks. 
 The shrinking of the leather causes, that the glove can not be used 

for direct fire fighting. Outstanding comfort and excellent grip. 
Extreme. Seam protection on thumb, middle- and ring finger, also 
on fingertips. 

 
Sizes: 7 - 12 
Colour: grey 
 
 

 

        0197 
 
 

Materials:  
 
Inside hand, Back hand: Cow grain leather, natural, hydrophobed, thickness app. 1,2 mm, Pulse protection, welted seam 
Inner lining: 100% Kevlar® 
Cuff: Split cowhide leather  
Applications:  Reflective stripe on cuff 25 mm, Imprint  „Feuerwehr“, ring and hook 
Length:   App. 36 cm 
  

Product instructions: 
 

Cleaing:  For drying hang up on the fingertips 
 
Recommendation: The use of commercially available cleaning agents (e.g. brushes, cleaning cloths etc.) is recommended. 

The gloves should be checked to ensure they are intact before being used again. 
 

Einschränkung:  Washing or dry-cleaning should only be carried out after consulting an accredited firm of specialists. For 
changes to the properties the manufacturer is not able to accept any liability here. 

 
   The service life of glove depend on degree of wear and use of intensity in field of application. There is no 

possibility to to give some information about time of use/service. 
 

Pictograms and power levels according EN 388:2003 and EN 407:2004 CAT III 
 

Parameter  Norm Requirements when tested  /  Stufe Result   
Abrasion EN 388 ≥ 100 cycles 1 3 EN 388:2003 EN 407:2004 

  

3 3 4 3 4 3 3 2 X X 
 

Cut resistance EN 388 ≥ Factor 1,2 1 3 

Tear resistance EN 388 ≥ 10 N  1 4 

Puncture resistance EN 388 ≥ 20 N  1 3 

Burning behaviour EN 407 ≤ 20 s afterburn 1 4 

Contact heat EN 407 
Contact temperature 100°C  

treshold time ≥ 15 s  
1 3 

Convective heat EN 407 Heat transfer index ≥ 4 s 1 3 

Radiant heat EN 407 Heat transfer ≥ 7 s 1 2 

Little splashes of melted metal EN 407 Amount of drops ≥ 10 1 X 

Big amounts of liquid metal EN 407 Liquid iron 30 g 1 X 

 
Testing:   0197- TÜV Rheinland LGA Products GmbH – Tillystraße 2 – D-90431 Nürnberg/Germany 

 
Contact:   askö GmbH - Innovative Schutzausrüstung 

Adolph-Kolping-Str. 6 , D - 72393 Burladingen 
   Tel.: 07475 / 95000 - 0  Fax: 07475 / 95000 - 29 
   eMail: info@askoe-online.de Website: www.askoe-online.de 


