
Mactronic ® - Trusted by Pros

Cree™ XP-G Power LED / 180 lm / 3 422 cd / 4 × AA / 8 h

180
 LUMENS117mM-FIRE 03 EX Zone 0

PHH0212

100% 8 h / 117 m
40% 30 h / 83 m
Flashing 46 h

4 × Energizer E91 (AA)
 mm 172 × 47 × 47

 140 g (without battery)

M-FIRE 03 EX Zone 0 is a flashlight for work in explosion risk zones (gas zone 0), as guaranteed by the EX-ATEX 
certification. The device generates light at 180 lumens, with maximal range of 117 m. One set of batteries provides 
enough power for 30 hours of operation. A set screw prevents the lamp’s head from accidental removal. M-FIRE 
03 EX Zone 0 satisfies the IP68 standard and features a magnetic switch and a valve for releasing excess gas. It can 
be also installed on Gallet and Kalis firefighting helmets or used with a signalling attachment.

II 1G Ex ia IIC T4 IP68  
DEMKO 13 ATEX 1205039X

IP68
Standard

Ex-ATEX certified battery flashlight with magnetic switch and lockout function

Shock Resistant

The kit contains a holder  
and clothing / work harness clip

Optional accesories:

Signalling attachment  
T-MX142-NAKŁADKA-CZ

Kalisz helmet mounting 
RHH0041

Gallet helmet mounting  
PHH0012M


